
COMPACTED SUBGRADE

GEOTEXTILE FABRIC

FREE DRAINING BASE STONE

FREE DRAINING FINISHING STONE,
LASER GRADE ONLY

THOROUGHLY COMPACTED MATERIAL AT EDGE

INFILLED SYNTHETIC TURF SYSTEM

FOUNDATION GRADE LUMBER OR RECYCLED
PLASTIC. ATTACH WITH S.S CONCRETE
SCREWS & WASHERS @ 18" O.C.

EXISTING EQUIPMENT

CURB

EQUIPMENT

INFILLED SYNTHETIC TURF
SYSTEM

COMPACTED SUBGRADE

2" DEPTH 1/4"-3/8" CLEAN AGGREGATE

4" DEPTH 3/4" TURF AGGREGATE

ASPHALT

8" FLYASH UNDER TURF GRAVEL

INSTALL FILTER FABRIC
BELOW AGGREGATE BASE
COURSE AND AT BOTTOM

& SIDES OF TRENCH

9" PERFORATED COLLECTOR
SUB-DRAIN

16" FLYASH UNDER ASPHALT

SLOPE SUBGRADE @ .5%
TOWARDS COLLECTOR TRENCH

GEOTEXTILE FABRIC,
COVER ENTIRE SUBGRADE

PANEL DRAIN

PRESSURE TREATED 2X4 ANCHOR TO
CONCRETE CURB W/ 1/2"Ø STAINLESS

STEEL EXPANSION ANCHORS

RESILIENT SURFACING

6" X 12" CONC. CURB W/ TWO #4 REBAR

6"
MIN.

6"
MIN.

9
"

M
IN

.

5mm ATTACHED FOAM PAD

CONCRETE SLAB

SYNTHETIC TURF SYSTEM

EXISTING WALL

GLUE (IF NEEDED)

WALL

COVE BASE

5mm ATTACHED FOAM PAD

CONCRETE SLAB

SYNTHETIC TURF SYSTEM

EXISTING EQUIPMENT

GLUE (IF NEEDED)

EQUIPMENT

DRAWING NOT TO SCALE
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www.GRASS-TEX.com
800-544-0439




