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PROPERTY

Primary/Stalk Yarn Polymer

Yarn Cross Section

Standard Colors

UV Stabilized

Fabric Construction

Primary Backing

Coating Type(s)

Perforations

Texturized Polypropylene Denier/Ends

Recommended Infill

Pile Height

Total Weight 

Fabric Width

DESCRIPTION

Polyethylene

Texturized Polyethylene Mono�lament

Verde/Olive

Yes

Tufted

Dual Layered Woven Polypropylene

SilverBack™ Polyurethane

No

6000/8

N/A

3/8”

75 oz.

15 Ft.
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TO
DRAIN

CONCRETE SLAB

5mm ATTACHED FOAM PAD

SYNTHETIC TURF SYSTEM

2" X 3" SHELF FOR TIMBER. ATTACH 
TURF BACKING TO TIMBER W/ S.S 
SCREWS AT 12" O.C.

6" X 8" CEDAR OR P.T. TIMBER (1/2" REVEAL)
WITH GALV. STEEL SPIKES @ 2' O.C.

3/4" CHAMFER
BOTH SIDES

MATERIAL VARIES,
SEE PLAN

GLUE (IF NEEDED)

BOARD
NAILER

SLOPE
TO
DRAIN

FREE DRAINING BASE STONE

FREE DRAINING FINISHING 
STONE, LASER GRADE ONLY

INFILLED SYNTHETIC 
TURF SYSTEM

THOROUGHLY COMPACT 
MATERIAL AT EDGE

MATERIAL VARIES,
SEE PLAN.
MULCH/LANDSCAPING, ETC..

GEOTEXTILE FABRIC

9" PERFORATED COLLECTOR
SUB-DRAIN

COMPACTED SUBGRADE
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BENDER
BOARD

FOLD TURF SYSTEM OVER 
1"X6" BENDER BOARD
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