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Transforming Turf Technology

TROON

FEATURES AND BENEFITS

e High performance quality

® Reacts naturally

¢ Improved durability and safety
e Virtually maintenance free

® Clean and can be cleaned easily

e Consistent performance over time
and use

APPLICATION

This product can be installed indoors or outdoors on concrete or a compacted aggregate base.
The dual-color sand-filled putting surface features a texturized polypropylene yarn system designed
to receive chip shots with natural ball roll with less maintenance than conventional sand-filled
systems.

SYNTHETIC TURF SYSTEMS

*Custom colors available upon request GRASS-TEX @
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Transforming Turf Technology

TROON

PROPERTY DESCRIPTION

Primary/Stalk Yarn Polymer Polypropylene

Yarn Cross Section Texturized Polypropylene
Standard Colors Forest/Olive

UV Stabilized Yes

Fabric Construction Tufted

Primary Backing Dual layered woven polypropylene
Coating Type(s) SilverBack™ Polyurethane
Perforations Yes

Texturized Polypropylene Denier/Ends  4600/8

Recommended Infill 5.5-6 Ibs. Silica Sand
Pile Height 11/8”
Total Weight 57 oz.

Fabric Width 15 Ft.

MATERIAL VARIES, FOLD TURF SYSTEM OVER
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TO
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SYNTHETIC TURF SYSTEMS

6" X 8" CEDAR OR P.T. TIMBER (1/2" REVEAL)

MATERIAL VARIES,
SEE PLAN WITH GALV. STEEL SPIKES @ 2’ O.C.

3/4" CHAMFER
BOTH SIDES

2" X 3" SHELF FOR TIMBER. ATTACH
TURF BACKING TO TIMBER W/ S.S
SCREWS AT 12" O.C.

LUE (IF NEEDED)

SYNTHETIC TURF SYSTEM

5mm ATTACHED FOAM PAD

CONCRETE SLAB

NAILER
BOARD
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